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NOTE BOCK
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DATE

INSIDE CONTROL. CABINET

STAINLESS STEEL NAMEPLATE

UNIVERSAL TYPE POLICE

MAINTENANCE KEY LOCK

30"
1'-5"
CONCRETE FOUNDATION
| 3-%" RACEWAY (PVC) !
STREET
LIGHTING 1-%" UNIDUCT
(INSIDE OF RACEWAY

.

o

A

<+

ALUMINUM ALLOY CABINET

5" P.C.CONCRETE REINFORCED
PAD — 2% SLOPE TO CURB

4 1/2° ANCHOR BOLTS

METER FITTING
rREFER TO PLAN SHEET
FOR SERVICE POLE LOCATION

SECTION A-A 3-0" )

1/2" EXPANSION JOINT

N

L

24" LONG WITH 2” HOOK
AT BOTTOM

(4) 3-%" RACEWAY (PVC)
NO.2 BARE COPPER GROUND WIRE RUN

THRU RACEWAY TO GROUND BUS.

EXOTHERMIC_ WELD
CONNECTION

gt

3'-4"

4" SAND CUSHION

N..2.5" GSC CONDUIT TO
COMED POWER POLE

2t

5/8" x 10" GROUND ROD

LIGHTING CONTROLLER INSTALLATION

=

UTILITY POLE, PRIMARY CUT-OUTS,
TRANSFORMER(S) (AS APPLICABLE)

240/480 VOLT, 16, 3 WIRE, 60HZ |SERVICE

2. UNLESS OTHERWISE INDICATED, ITEMS AND: WORK SHALL BE INCLUDED AND PAID AS
3. CONDUIT AND CONNECTOR DIAMETER SHALL MATCH THE DIAMETER OF THE SERVICE

4. PVC COATED RACEWAYS AND ACCESSORIES SHALL BE CAREFULLY INSTALLED WITH MF
RECOMMENDED TOOLS AND PROCEDURES TO AVOID DAMAGE. ANY DAMAGE SHALL BE

5. THE CONTRACTOR SHALL OBTAIN INSPECTION:AND APPROVAL BY THE ENGINEER OF
SERVICE RISER GROUND ELECTRODE, RISER ELIBOW, NIPPLE AND CONNECTION TO SERVICE
CGONDUCTOR RACEWAY EXTENSION BEFORE BéﬁKFILL AND SHALL ALSO OBTAIN

BE INCLUDED AND PAID AS PART OF THE ELECTRICAL UTILITY SERVICE INSTALLATION PAY

CONCRETE), THE COUPLING SHALL BE A METALIC TO NON-METALIC ADAPTER. WHEN THE

ALL BY THE ELEGTRIC UTILITY.
THE CONTRACTOR SHALL COORDINATE
AND COOPERATE AS REQUIRED. 9.38 KVA LOAD, CONTROLLER #1
eeo° 2407480 VOLT, 19, 3 WIRE, 60HZ SERVICE
|~ PROVIDE ADEQUATE SLAGK FOR 1.29 KVA LOAD, CONTROLLER #2
DRIP LOOP AND CONNECTION
r@/ BY THE UTILILTY
i
-~ NON-METLLIG *U" GUARD. NOTES:
UTILITY GROUND CONNECTION, —— || FURNISH FOR INSTALLATION
{AS APPLICABLE), BY UTILITY \ BY ELECTRIC UTILITY. LENGTH 1. SERVICE VOLTAGE SHALL BE AS INDICATED ELSEWHERE IN THE DRAWINGS.
| AS REQUIRED.
UTILITY GROUND,
AS APPLICABLE, (BY ELECTRIC UTILITY) : ‘s’gz‘axg’ggs"‘mggaﬁ . PART OF ELEGTRIG UTILITY SERVICE INSTALLATION.
CONDUGTOR GONFIGURATION
1 | TO MATCH SERVICE, 0Z GEONEY TYPE CSB/G CONDUCTOR RACEWAY AS INDICATED.
ASCERTAIN AND OR APPROVED EQUAL, COMPLETE WITH
ASSURE CLEARANCE | LOGKING GOLLAR.
FROM UTILITY o
SECONDARY SPACE, ! 2&%&? “;‘:J’J,?&?;GD' %TEEL REPAIRED WITH COMPATIBLE PVC TOUCH-UP
| CONDUIT,
AS APPLICABLE. i 0.2. GEONEY TYPE TH-1800 ENGINEER OR THE DAMAGED MATERIAL SHAL!
e OR APPROVED EQUAL,
R ATTAGHED WITH LAG SCREWS.
Ao (TYPICAL)
4 INSPECTION OF SERVICE RISER AND SEALING
APPROXIMATELY i INSTALLATION AND SERVICE CONNECTION.
10 6 L RIGID STEEL CONDUIT RISER
r /_ (GONTINUOUS 10 LENGTH). 6. THE SERVICE METER SOCKET, AS APPLICABLE,
1
{ HEAVY DUTY GROUND GLAMP, UNIVERSAL U-CLAMP TEM.
| TYPEBE 0.2 GEDNEY. T&5 OR APPROVED EQUAL- 7. THE SERVICE CONDUCTOR RACEWAY SHALL B
] SEPARATELY FOR PAYMENT. WHEN THE RACE]
=1 /—’“G"’ CALVANIZED THREATHED COUPLING. STEEL, THE COUPLING SHALL BE THE SAME.
BN PVG-COATED RIGID NIPPLE OR CONDUIT EXTENSION,
g LENGTH AS REQUIRED. RACEWAY IS ENCASED IN CONCRETE, THE CO!
APPROX 6* }]1 COUPLING.
t i
P 8. PLANS AND DETAILS INDICATE THE GENERAL
L1y . SHOW EVERY ACCESSORY AND ATTACHMENT,
EXOTHERMIC WELD GONNECTION : = PVCCONTEDRGIDELBOW | 788 00 IR, SR MAK CONTRACTOR OF THE REQUIREMENTS OF THE
i 609.6mm RADIUS (MIN.) 0 TP OF CONDUIT ASCERTAIN UTILITY REQUIREMENTS AND TO Cf
SEE NOTE JTEMS AND WORK NOT PROVIDED BY THE UTIL|
SERVICE INSTALLATION.

UTILITY GROUNDING ELEGTRODE /
{AS APPLICABLE), BY UTILITY

x THREADED TRANSITION COUPLING,
AS APPLICABLE (SEE NOTE 7)

GROUNDING ELECTRODE CONDUCTOR,
BARE COPPER, #1/0 AWG. MINIMUM.

EXTENSION MEASURED FOR PAYMENT

\—CUST OMER SERVICE RISER GROUND ELECTRODE
15.875mm X 3.048M (5/8°X10') COPPERCLAD GROUND ROD

SERVICE CONNECTION F!

ATERIAL TO THE SATISFACTION OF THE
BE REPLAGED AT NO ADDITIONAL COST.

ISHING BEFORE UTILITY *U" GUARD

MOUNTED ELSEWHERE AS INCLUDED SHALL

AS INDICATED AND SHALL BE MEASURED
/AY IS PVC-COATED RIGID GALVANIZED
HEN THE RACEWAY IS PVC CONDUIT (IN

CRETE SHALL EXTEND TO COVER THE

JATURE AND REQUIREMENTS. THEY DO NOT
AND THEY DO NOT RELIEVE THE
BPECIFICATIONS AND SPECIAL PROVISION TO
OORDINATE ACCORDINGLY, FURNISHING ALL
[TY, BUT NECESSARY FOR A COMPLETE

OR ALL CONTROLLERS

GRADES CHECKED
B.M. NOTED

PLOTTED

PROFILE [sumveves

NOTE BOOK

(IN UNDISTERBED SOIL)
12" MAXIMUM WIDTH EXCEPT AS
12" MAXIMUM WIDTH EXCEPT AS
/ APPROVED BY THE ENGINEER APPROVED BY THE ENGINEER
SAW CUT JOINT (INCIDENTAL) SAW CUT JOINT (INCIDENTAL)
EXISTING PAVEMENT OR
/‘ CONCRETE SIDEWALK
7 . .
: U E 804
s
o
v\s' P.C.C. SIDEWALK REMOVAL AND REPLACEMENT OR PAVEMENT \
g REMOVAL AND BITUMINOUS REPLACEMENT, SPECIAL 4" TOPSOIL WITH SEED OR SODDING
e
I
. [
F3 o
= \ Z
s f WARNING TAPE AS SPECIFIED s
» 5 WARNING TAPE AS SPECIFIED
(2]
b TRENCH BACKFILL | COMPACTED EARTH BACKFILL
UNIT DUCT TO BE PLACED IN GALVANIZED
STEEL. CONDUIT UNDER ROADWAYS |- COMPACTED BACKFILL
.
o~
1-1/4" CABLE DUCT WITH 3 #4 WIRES, AND 1/C NO.6 GROUND -
/ # / | 1-%" CABLE DUCT WITH 3 #4 WIRES, AND 1/C|NO.6 GROUND

HOT-MIX ASPHALT PAVEMENT OR CONCRETE SIDEWALK
REMOVAL AND REPLACEMENT

TRENCH DETAIL
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